
19©2019 Completions Manufacturing Solutions. All rights reserved.

A DOWNHOLE INNOVATIONS COMPANYAccessories

CMS T-2 On/Off Tool
The CMS T-2 On/Off Tool is designed to disconnect and connect the tubing string from/to a double 
grip production packer, without releasing the packer, such as the CMS-1X, that does not require tension 
or compression to maintain a pack-off. CMS T-2 On/Off Tool can be used in treating, frac, testing and 
production applications. The Type T-2 On/Off Tool is designed with two basic components: The Overshot 
and the Stinger. The Overshot, which connects to the tubing and has a wash-over shoe which allows 
cutting through debris. The Stinger can be supplied with an internal profile of choice to accept a wireline 
plug and the complete tool is available in a broad range of materials to suit standard or sour service 
applications to 10,000-psi with seal materials suitable for up to 425°F.

Features and Benefits 
•	 Fully field tested and proven bonded seal system 
•	 Designed for strength and durability 
•	 Stinger profile nipple can be supplied as specified by client
•	 Available in metallurgy to suit standard, sour and high temperature applications
•	 Premium seals available on request

CMS T-2 ON/OFF TOOL OVERSHOT

SIZE 
INCHES 

mm

MAX OD 
INCHES 

Mm

MIN ID 
INCHES 

mm

STANDARD 
THREAD 

CONNECTIONS

4.500 
114,30

6.656 
92,86

1.984 
50,39 2.375 EU 8RD BOX3.750 

95,25

5.500 
139,70

4.500 
114,30

2.485 
63,12 2.875 EU 8RD BOX4.406 

111,91

7.000 
177,80

5.760 
146,30 2.984 

75,79 3.500 EU 8RD BOX

CMS T-2 ON/OFF TOOL OVERSHOT

SIZE 
INCHES 

mm

SEAL BORE 
INCHES 

mm

STANDARD 
THREAD 

CONNECTIONS

2.375 
60,33

1.250 
31,75

EUE 8RD PIN

1.781 
31,75

1.812 
46,02

1.875 
47,63

2.875 
73,03

1.781 
45,24

1.812 
46,02

1.875 
47,63

2.250 
57,15

2.312 
58,72

3.500 
88,90

2.312 
58,72

2.750 
69,85

2.812 
71,42




