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The CMS-RSB Retrievable Seal Bore Packer 
The CMS Retrievable Sealbore Packer is a reliable, high-pressure packer for production, gravel-packing, 
and injection. It can be set on wireline or on tubing with a hydraulic setting tool and can be run with 
tubing-conveyed perforating (TCP) guns suspended beneath. The ECNER Array system (high pressure 
thermal packing element) provides an excellent seal that enables the packer to pack off and to resist 
swabbing. The packer can be retrieved with a pulling tool on a work string, and the rotationally locked 
components facilitate milling when normal retrieval is impossible. 

The CMS Retrievable Sealbore Packer uses the same accessories as the CMS Permanent Sealbore 
Packer and is available in many materials suitable for hostile environments. 

Features and Benefits Applications 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

High-pressure ECNER Array packing element system 
Conveyed on tubing or wireline 
Rotationally locked for ease in milling 
Retrieval mechanism protected from debris 
Materials available suitable for hostile environments 
No rotation required running or retrieving the packer 
Slips below element simplify retrieval 
Easy to retrieve and redress 
High performance in compact size 
Versatile packer with wide selection of accessories 
and materials 

• 
• 
• 
• 
• 
• 

High-pressure production or injection 
Stimulation and fracturing 
Operations with TCP guns run below the packer 
High-rate gravel packing 
Anchored or floating seal applications 
Deviated and horizontal wells 
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SIZE  WEIGHT  O.D.  BORE  MIN. BORE 

INCHES / mm LBS/FT / kg/m INCHES / mm INCHES / mm 
THROUGH SEALS INCHES / mm 

4.500 / 114,30 11.6 - 13.5 / 17,26 - 20,09 3.771 / 95,78 2.500 / 63,5 1.910 / 48,51 

 
5.500 / 139,70 

20.0 - 23.0 / 29,76 - 34,22 4.500 / 114,3 3.000 / 76,2 2.350 / 59,69 

13.0 - 20.0 / 19,34 - 29,76 4.625 / 117,48 3.000 / 76,2 2.350 / 59,69 

 
7.000 / 177,80 

29.0 - 35.0 / 43,15 - 52,08 5.813 / 147,65 4.000 / 101,6 3.000 / 76,2 

23.0 - 32.0 / 34,22 - 47,62 5.938 / 150,82 4.000 / 101,6 3.000 / 76,2 

 
7.625 / 193,70 

20.0 - 29.7 / 29,76 - 44,19 6.688 / 169,87 4.000 / 101,6 3.000 / 76,2 

29.7 - 39.0 / 44,19 - 58,03 6.438 / 163,52 4.000 / 101,6 3.000 / 76,2 

 


